HP Laser)et 1150 Printer

Small business professionals often must balance price

and performance when choosing a business printer.
The HP Laserlet 1150 black and white personal printer
helps businesses produce documents affordably and
present an impressive image to customers.

Value

* Print items such as business proposals, labels,
postcards, envelopes, and business cards reliably
and affordably. A 250-sheet input tray and a 10-sheet
multipurpose slot give you the capacity you need
to handle a variety of media for business printing.
The 125-sheet output bin provides a compact yet
large capacity holding area for your printed output.

* Get consistent, reliable printing results. 8 MB of
RAM delivers consistent, attractive documents and
ensures you won't run out of memory before your job
is complete.

Efficient

* Cut your wait time for office printing. The instant-on
fuser produces the first page of each print job in less
than 10 seconds while the large input capacity and
print speeds of 18 ppm perpetuate efficiency through
the job’s completion.

* Customers appreciate the professional appearance
and easy readability of output. Clear, sharp prints are
created by 1200-dpi effective output print quality (600
by 600 dpi resolution with Resolution Enhancement
Technology [REf] and FastRes 1200 technologies).

* Busy professionals appreciate the simple setup and
operation. The HP Laseret 1150 supports easy,
convenient USB 2.0 and parallel connections that
help you quickly set up and begin using the printer.

* Specially formulated toner further ensures quality
printing. The 2,500-page HP print cartridge holds
specially formulated toner to create easy readability
and sharp printed output from first to last page.

Compatible

* It fits your office environment. The latest versions of
both Microsoft® Windows and Macintosh operating
environments are supported so you have the freedom
to change or update your operating system without
having fo abandon your printer.

* You have the option of PCL or host-based printing.
The printer supports PCL 5e, the print standard in
most businesses, so you can produce documents that
look professional and communicate effectively.

HP printing and imaging systems help you create
powerful, professional communications easily. Printers,
supplies, accessories, digital solutions, and services are
designed together to work together and invented to
meet your business needs.
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HP Laser)et 1150 Printer

Technical specifications HP Laserlet 1150 printer (product number: Q1336A)
|
Print speed’ 18 ppm

Frt g o e Y 7 —
Processor 133 MHz

Wiemory 1.
Duty cycle, monthly 10,000 pages per month

Mo e e

Paper trays 250-sheet input tray, 10-sheet priority input tray

Output capacity, max

Sizes 3 x5into 8.5 x 14 in (letter, legal, executive, index card, no. 10 envelopes, Monarch envelopes)
e 61028 T i o o cupT i 1o 431 i oy o seighrough medio pa; 3 10 2 1 suppord cardioe)
Types Paper, cardstock, envelopes, heavy media, labels, transparencies
Ve honding  Foper 260, ok 120, aelpes 3, ey i 25 i r s sk, s 141, ersporencim 191
Print technology resolution HP FastRes 1200
Conneciy e
Interfaces IEEE 1284-compliant bidirectional parallel, USB port (compatible with the USB 2.0 specification), hot ports

Standard operating systems Microsoft Windows 98, Me, 2000, XP; Windows 95, NT 4.0 (SP3), XP 64-bit (print driver only);

Mac OS 9.1, 9.22, Mac OS X v. 10.1, v. 10.2; MS-DOS

Minimum system requirements

Dimensions (w x d x h) 16.3 by 19.1 by 9.5 in
Weight
What's in the box HP Laseret 1150 printer, HP print carfridge (in protective bag), Getting Started Guide,

software and electronic User Guide on CD-ROM, power cord, printer media input tray, printer priority input tray

' Assumes a 5% toner coverage per page.

Ordering information

Environmental ranges

Recommended operating temperatures: 50 to 90.5° F (10 to 32.5° C)
Storage temperatures: 32 1o 104° F (0 to 40° C)
Recommended operating humidity: 20 to 80% RH
Storage humidity: 10 to 80% RH
Acoustics
Sound pressure: 57 dB(A)
Sound power: 6.3 B(A)
Power requirements
Input voltage: 100 to 127 VAC (x 10%), 50/60 Hz (= 2%)
Power consumption
Maximum printing: 320 watts
Maximum non-printing: 7 watts
Off: > 0 watts
ENERGY STAR® compliant
Power cerfification
Safety certifications: USA (UL-UL 60950; FDA21 CFR Chapter 1 Subchapter J for lasers),
Canada (CULCAN/CSA C22.2 number 60950-00)
Electromagnetic compatibility: USA (FCC Title 47 CFR Part 15 Class B), CISPR22 to Class B, Canada
(Industry Canada ICES 003-CISPR 22)
Warranty One-year limited warranty on HP hardware, accessories, and supplies;

free telephone support during warranty period (excluding toll charges)
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HP recommends Microsoft® Windows® XP Professional for mobile computing.

Microsoft, Windows and Windows NT are U.S. registered trademarks of Microsoft Corp. Pentium is U.S. registered trademark of Intel
Corporation. Energy Star and the Energy Star logo are U.S. registered marks of the United States Environmental Protection Agency.
© 2003 Hewlett-Packard Development Company, L.P. The information contained herein is subject to change without notice and is
provided “as is” without warranty of any kind. The warranties for HP products are set forth in the express warranty statements
accompanying such products. Nothing herein should be construed as constituting an additional warranty. HP shall not be liable

for technical or editorial errors or omissions contained herein.

For more information visit our website at www.hp.com
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